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Water system features an anti-
siphoning valve to prevent detergent
from getting into the water supply.
System includes fine mesh strainers,
and replaceable detergent and water
lines for easy servicing.

Tanks (inlet water float and
detergent) are stainless steel to
prevent rust, and include valves
to prevent overflow and
backflow.

Shut-off gun stops hot water or
steam discharge when the trigger is
released. This feature increases
operator safety and reduces energy
and water usage. Shut-off guns are
standard on pressure washers. An
optional shut-off gun is available for
steam cleaners and combination
units. 

Water pumps are a ceramic multi-
plunger type with forged bronze
heads, positive displacement, and
are oil-bath lubricated with stainless
steel valves.

Water pump motor is totally
enclosed, fan cooled with thermal
overload protection. Motor is V-belt
driven.

Discharge hose is high pressure type,
and includes fittings. Steam cleaners and
combination cleaners include 25' of
hose; hot/cold pressure washers include
50' of hose.

Additional standard features include
high temperature limit switch, pressure
relief valve and glycerin-filled gauge.

Accessories Available
to Customize Your Cleaner

Hose and Hose Accessories
Hose—3/8" x 50' single wire-braid.
Hose—3/8" x 50' 2-wire braid. 
Hose—3/8" x 25' single wire-braid.
Hose—1/2" x 25' single wire-braid.
Hose—1/2" x 50' single wire-braid.
Brass 50° Fan Nozzle. For all steam cleaners and combination units.
Quick Coupler—3/8". For any 3/8" hose.
Quick Coupler—1/2". For any 1/2" hose.
Hose Reel—Manual crank rewind.
Hose Reel—Spring rewind.
Hose Reel—Motor-driven rewind.

Optional Accessories
Shut-Off Gun—For All-Electric steam cleaners and combination units.
Downstream Chemical Injection—Injects chemicals downstream of 
pump and heating system. Use on hot pressure washers. Factory 
installation.
Alternate Electricals—Electrical voltage and frequency other than listed 
standards. Consult factory. Factory installation.
Time Delay—Delays shutdown of water pump to cool heating element. 
Factory installation.
Hour Meter—Records operating time. Electrically operated. Factory 
installation.
Wheels—4"x16" with semi-pneumatic tires. Factory installation.
Machine Disconnect Switch—Factory installation.
Internal Circuit Breakers (in place of standard fuses)—Factory 
installation.

The following accessories can be ordered on any Sioux All-Electric
cleaner, unless otherwise specified.
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Steam Cleaner, Pressure Washer
and Combination Cleaner Models
Steam Cleaner Ratings

• .6-3.8 GPM
• 325°F saturated steam at vessel discharge (212°F at gun nozzle discharge at sea level)
• 100 PSI

Model GPM KW Amp Draw

EN-40-S .6 30 40

EN-55-S .9 38 50

EN-90-S 1.5 60 78

EN-115-S 1.9 76 98

EN-230-S 3.8 152 194

*Based on 480/3/60 electricals. Contact factory for other electricals.

Hot/Cold Pressure Washer Ratings
• 2.5-8 GPM
• 600-3,000 PSI
• 130°F-145°F GPM

*Based on 480/3/60 electricals. Contact factory for other electricals.

(Continued on next page)

Model GPM Temp (°F) PSI KW Amp Draw

EN-140-H4-600 2.5 140 600 30 41

EN-175-H4-600 3.5 135 600 38 51

EN-270-H4-600 5.0 140 600 60 80

EN-345-H4-600 7.0 135 600 76 102

EN-140-H4-1200 2.5 140 1200 30 42

EN-175-H4-1200 3.5 135 1200 38 53

EN-270-H4-1200 6.0 130 1200 60 84

EN-345-H4-1200 8.0 125 1200 76 108

EN-140-H4-1800 2.5 140 1800 30 43

EN-175-H4-1800 3.5 135 1800 38 56

EN-270-H4-1800 6.0 130 1800 60 88

EN-345-H4-1800 6.0 145 1800 76 111

EN-140-H4-3000 2.5 140 3000 30 50

EN-175-H4-3000 3.5 135 3000 38 60

EN-270-H4-3000 5.0 140 3000 60 91

EN-345-H4-3000 7.0 135 3000 76 118

*

*



Model GPM Temp (°F) PSI KW Amp Draw

EN-100-H8-600 1.7 180 600 30 40

EN-120-H8-600 2.0 180 600 38 51

EN-190-H8-600 3.2 180 600 60 80

EN-240-H8-600 4.0 180 600 76 101

EN-100-H8-1200 1.7 180 1200 30 42

EN-120-H8-1200 2.0 180 1200 38 52

EN-190-H8-1200 3.2 180 1200 60 81

EN-240-H8-1200 4.0 180 1200 76 101

EN-120-H8-1800 2.0 180 1800 38 53

EN-240-H8-1800 4.0 180 1800 76 108

EN-120-H8-3000 2.0 180 3000 38 60

EN-240-H8-3000 4.0 180 3000 76 111

Hot/Cold Pressure Washer Ratings (Continued from previous page)

• 1.7-4.0 GPM
• 600-3,000 PSI
• 180°F

*Based on 480/3/60 electricals. Contact factory for other electricals.

STEAM
CYCLE HOT PRESSURE CYCLE

Model GPM GPM PSI Temp (°F) KW Amp Draw 

EN-40/140-H4-600-XP .6 2.3 600 140 30 41

EN-55/175-H4-600 .9 2.9 600 140 38 52

EN-90/270-H4-600 1.5 4.5 600 140 60 81

EN-115/345-H4-600 1.9 5.8 600 140 76 102

EN-40/100-H8-600 .6 1.7 600 180 30 41

EN-55/120-H8-600 .9 2.0 600 180 38 51

EN-90/190-H8-600 1.5 3.2 600 180 60 80

EN-115/240-H8-600 1.9 4.0 600 180 76 102

EN-40/100-H8-1200 .6 1.7 1200 180 30 42

EN-55/120-H8-1200 .9 2.0 1200 180 38 53

EN-90/190-H8-1200 1.5 3.2 1200 180 60 83

EN-115/240-H8-1200 1.9 4.0 1200 180 76 103

Combination Cleaner Ratings
• Steam cleaning and pressure washing in one unit.
• Pressure Wash: 2-5.8 GPM, 600-1,200 PSI, 140°F or 180°F
• Steam Cleaning: .6-1.9 GPM, 325°F saturated steam at vessel discharge

(212°F at gun nozzle discharge at sea level), 100 PSI 

*Based on 480/3/60 electricals. Contact factory for other electricals.

*

*
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